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NOTES :
1. LENGTH OF SHAFT, DIM."A" 35.0 mm.
2. FRONT EXTENSION, DIM."B" 2.55 mm., MEASURED WITH SHAFT
: PUSHED AGAINST END CAP SIDE.
3. ROTATION : CLOCKWISE WHEN VIEWING SHAFT OUTPUT END
WITH POSITIVE VOLTAGE APPLIED TO POSITIVE TERMINAL.
4. END PLAY : 0.35 mm MAX. WITH 2.5~3.0kg PUSH FORCE FROM ER OF SHAFT
5. TAPPED HOLES CAN ACCEPT MAX. P 15 ot that 1 aparats masls e aparonrore |

i MALE USABLE SCREW LENGTH OF 2.0 mm.
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SOF NO : 1020701
Project No.: PC200LG
Winding : 000 - 0 T

Motor test reference no :
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Performance ( in an ambient temperature of 237C)
Motor tested rapidly to prevent sipnificant
temperature rize.

At a constant voltage of 2,40 Volts
With a circuit resistance of 0,720 Ohm
At No Load
Speed : 4300 Bpm
Current 0,080 Amp
At stall (Extrapolated)
Torque 435 m-Nm
Current 0.98 Amp
At maximum efficiency
Efficiency 33,13 %
Torque : 1,01 m-Nm
Speed : 3500 Bpm
Current : 028 Amp
Output : 0,37 Watts
At maximum power
Torque : 227 m-Nm
Speed : 2230 Bpm
Current : 0,33 Amp
Output : 0.34 Watts
Characteristics
Torque Constant 5,054 m-Nm/Amp
EMF Constant : 5,054 mVirad/zec
Dr. Resistance 2,448 Ohms
Motor Regulation: 989,320 FEpm/m-Nm
At torque level:
Torque: m-INm
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